


























PRODUCT CIFICATION
__WOOFERS |

Nominal Impedance

Power Handling

Max. Transient Power Handling
Sensitivity (2.83V/1M)
Frequency Response

FS

Voice Coil Diameter

Voice Coil Height

Voice Coil Type/ Former
Voice Coil Wire

DC Resistance

Voice Coil Inductance @1kHz
Magnet System

HE-Magnetic Gap Height
B-Flux Density

BL Product/BXL

Max. Linear Excursion/Xmax
Suspension Compliance CMS
Mechanical Q Factor QES
Total Q Factor Q/T

Qms

Mechanical Resistance RMS
Moving Mass MMS
Equivalent Cas Air Load VAS
Effective Piston Area SD
Cone Type

Cone Material

Unit Diameter

Mounting Depth

Mounting Cutout

Net Weight

4.00 ohm

120W

1000W

88dB

35-4200Hz

65Hz

75.00mm (3.00")
5.00mm (0.20")
Aluminum
Hexatech aluminum
3.50 ohm

0.20MH

Linear dynamic Hybrid
rear vented
16.00mm (0.64")
0.70T

4.32

11.00mm (+5.5mm)
N4

0.61

0.45

172

1.85kgS'

7.829r

8.00L (0.28ft")
90cm? (13.95in?)
One-piece formed
Coated cellular fiber
135.00mm (5.25")
60.00mm (2.36")
120.00mm (4.72")
1.35kg (3.00lb)

4.00 ohm

140W

1000W

89dB

25-5000Hz

62Hz

75.00mm (3.00")
5.00mm (0.20")
Aluminum
Hexatech aluminum
3.50 ohm

0.22MH

Linear dynamic Hybrid
rear vented
16.00mm (0.64")
0.70T

4.32

11.00mm (+5.5mm)
721

0.75

0.55

214

1.49kgS'

8.20gr

14.35L (0.51ft")
119cm? (18.45in?)
One-piece formed
Coated cellular fiber
165.00mm (6.50")
61.00mm (2.40")
141.00mm (5.55")
1.47kg (3.201b)

4.00 ohm

150W

1000W

91dB

20-2600Hz

56Hz

75.00mm (3.00")
5.00mm (0.20)
Aluminum
Hexatech aluminum
3.50 ohm

0.22MH

Supremo Hybrid
rear vented
16.00mm (0.64")
0.70T

4.32

11.00mm (+5.5mm)
425

120

072

2.70

1.49kgS'

15.209r

32.00L (1.14ft)
219em? (33.95in%)
One-piece formed
Coated cellular fiber
222.00mm (8.75")
71.00mm (2.80")
192.00mm (7.56")
1.60kg (3.551b)

4.00 ohm

160W

1000W

88dB
35-5000Hz
55Hz

75.00mm (3.00")
14.50mm (0.57")
Aluminum
Hexatech aluminum
3.70 ohm
0.39MH

Hybrid rear vented

6.00mm (0.25")
0.80T

6.15

8.50mm (+4.25mm)
676

0.42

035

199

1.03kgS'

11.80gr

8.00L (0.28ft")
90cm? (13.95in?)
One-piece formed
DPC

135.00mm (5.25")
60.00mm (2.36")
120.00mm (4.72")
1.05kg (2.311b)

4.00 ohm

200W

1000W

89dB
25-4000Hz
50Hz

75.00mm (3.00")
14.50mm (0.57")
Aluminum
Hexatech aluminum
3.70 ohm
0.38MH

Hybrid rear vented

6.00mm (0.25")
0.80T

6.35

8.50mm (+4.25mm)
il

0.39

0.33

2.06

1.03kgS'

13.56gr

14.35L (0.51ft")
119cm? (18.45in?)
One-piece formed
DPC

165.00mm (6.50")
61.00mm (2.40")
141.00mm (5.55")
1.18kg (2.601b)

4.00 ohm

200W

1000W

91dB
20-3300Hz
40Hz

75.00mm (3.00")
14.50mm (0.57")
Aluminum
Hexatech aluminum
3.70 ohm
0.72MH

Hybrid rear vented

6.00mm (0.25")
0.90T

7.04

8.50mm (+4.25mm)
706

0.42

0.35

2.09

1.28kgS'

21.63gr

47.50L (1.68ft?)
219¢em? (33.95in?)
One-piece formed
DPC

222.00mm (8.75")
71.00mm (2.80")
192.00mm (7.56")
1.42kg (3.131b)

4.00 ohm
200W

1000W

92dB
15-3000Hz
32Hz

75.00mm (3.00")
14.50mm (0.57")
Aluminum
Hexatech aluminum
3.80 ohm
0.63MH

Hybrid rear vented

6.00mm (0.25")
0.95T

9.36

8.50mm (+4.25mm)
518

0.46

0.36

1.69

292kgS'

49.209r

76.40L (2.70ft%)
324cm? (50.22in?)
One-piece formed
DPC

263.00mm (10.35")
74.00mm (2.91")
230.00mm (9.05")
1.47kg (3.241b)

|_MIDRANGE _______] TWEETER

Nominal Impedance

Power Handling

Max. Transient Power Handling
Sensitivity (2.83V/1M)
Frequency Response

FS

Voice Coil Diameter

Voice Coil Former

Voice Coil Wire

DC Resistance

Magnet System

Dome Type
Dome Material
Unit Diameter
Mounting Depth
Mounting Cutout
Net Weight

4.00 ohm 4.00 ohm 4.00 ohm 4.00 ohm 4.00 ohm 6.00 ohm

100W 100W 80W 80W now 130W

300W 300W 250W 250W 300W 350W

91dB 89dB 91dB 90dB 91dB 91dB
450-7000Hz 450-7000Hz 1800-22000Hz 1800-22000Hz 1600-25000Hz 1400-25000Hz
300Hz 280Hz 950Hz 950Hz 950Hz 950Hz

54.00mm (2.10") 54.00mm (2.10") 28.00mm (1.10") 28.00mm (1.10") 28.00mm (1.10") 28.00mm (1.10")
_— _— _— - - |

Hexatech aluminum  Hexatech aluminum Copper Copper Hexatech aluminum Hexatech aluminum
3.50 ohm 3.50 ohm 3.40 ohm 3.40 ohm 3.40 ohm 5.20 ohm
s s B R ™ R R
Acuflex soft dome Acuflex soft dome Soft dome Acuflex soft dome Acuflex soft dome Acuflex soft dome
Silk Silk Silk Silk Silk Silk

100.00mm (4.0") 88.00mm (3.50") 45.00mm (1.80") 45,00mm (1.80") 45.00mm (1.80") 45.00mm (1.80")
25.00mm (1.00") 21.00mm (0.83") 20.00mm (0.80) 20.00mm (0.80") 20.00mm (0.80") 20.00mm (0.80")
84.00mm (3.30") 75.50mm (2.97") 49.00mm (2.00") 50.00mm (2.00") 50.00mm (2.00") 50.00mm (2.00")
0.25kg (0.551b) 0.25kg (0.551b) 0.06kg (0.131b) 0.06kg (0.131b) 0.06kg (0.131b) 0.07kg (0.151b)

6.00 ohm

200W

1000W

93dB
1800-22000Hz
700Hz

28.00mm (1.10")

6.00 ohm

220W

1000W

92dB

1.40 to 25KHz Limit: 0.30-50KHz
680Hz

28.00mm (1.10")

Hexatech aluminum
5.20 ohm

Ferrite

Acuflex soft dome
Silk

94.00mm (3.70")
58.00mm (2.30")
76.00mm (3.00")
0.56kg (1.231b)

Hexatech aluminum
5.20 ohm

Neodymium flat
pancake design

Acuflex soft dome
Silk

100.00mm (4.00")
50.00mm (2.00")
100.00mm (4.00")
0.45kg (1.001b)

Elate, Hybrid Ovation, Dotech Ovation, Supremo, Supremo Piccolo, Integra Ovation X0, Tempo, Tempo Coax, and Accuset are trademarks of Morel.

Specifications and design are subject to change without notice.

6.00 ohm

200W

1000W

90dB

1.40 to 25KHz Limit: 0.30-50KHz
800Hz

28.00mm (1.10")

Aluminum

Hexatech aluminum

5.20 ohm

Neodymium flat
pancake design

Acuflex soft dome
Silk

67.00mm (2.63")
32.00mm (1.25")
55.00mm (2.16")
0.35kg (0.80Ib)



id ybrid Dotech Dotech Dotech a Integra Integra
Ovationll5 Ovationll 6 Ovation 4 Ovation 5 Ovation 6 Ovation XO 4 Ovation XO 5 Ovation XO 6
4.00 ohm 4.00 ohm 4.00 ohm 4.00 ohm 4,00 ohm 4.00 ohm 4.00 ohm 4.00 ohm
120W 140W 100W 120W 140W 80W 90W 100W
500W 600W 300W 300W 300W 250W 250W 400W
91dB 90dB 88dB 89dB 90dB 89dB 90dB 90dB
50-4200Hz 35-3000Hz 35-3000Hz 50-4000Hz 45-4500Hz 40-4000Hz 60-5000Hz 50-3800Hz 45-3300Hz
82Hz 60Hz 60Hz 95Hz 67Hz 65Hz 92Hz 70Hz 65Hz

54.00mm (2.10")
10.50mm (0.41")

54.00mm (2.10")
10.50mm (0.41")

54.00mm (2.10")
12mm (0.47")

Aluminum

54.00mm (2.10")
8.00mm (0.57")

54.00mm (2.10")
12.00mm (0.48")

54.00mm (2.10") 54.00mm (2.10") 54.00mm (2.10") 54.00mm (2.10")
12.00mm (0.48") - - -

Aluminum Aluminum Aluminum Aluminum Aluminum Aluminum Aluminum Aluminum

Hexatech aluminum Hexatech aluminum Hexatech aluminum Hexatech aluminum Hexatech aluminum Hexatech aluminum Hexatech aluminum Hexatech aluminum Hexatech aluminum

4.20 ohm 3.70 ohm 350 ohm 3.00 ohm 3.50 ohm 3.50 ohm 3.40 ohm 3.50 ohm 3.20 ohm
0.34MH 0.31MH 0.29MH 0.17MH 0.21MH 0.21MH 0.17MH 0.44MH 0.58MH

Hybrid rear vented Hybrid rear vented Neodymium rear vented :)e:t:bvlsnf;rdrite ?;;‘:tv:ni:;he Ir);':hv‘:nfg(;m Neodymium Neodymium Neodymium
5.00mm (0.20") 5.00mm (0.20") 5.00mm (0.20") 4.00mm (0.16") 4.00mm (0.16") 4.00mm (0.16") 4.00mm (0.18") 5.00mm (0.20") 5.00mm (0.20")
0.85T 1.00T 0907 0.65T 0.68T 0.68T 0.90T 0.907 0.85T

592 433 4.50 2.53 2.95 297 3.86 4.12 3.95

5.50mm (+2.75mm) 5.50mm (+2.75mm) 7.00mm (+3.5mm) 4.00mm (+2.00mm) 8.00mm (+4.00mm) 8.00mm (+4.00mm) 4.00mm (+2.00mm) 5.50mm (+2.75mm) 5.50mm (+2.75mm)
551 921 062 456 744 613 469 920 806

0.4 0.55 0.55 141 1.28 135 0.70 0.52 0.57

0.35 0.45 0.46 0.98 0.90 1.09 0.58 0.45 0.50

244 2.54 240 3.29 299 5.60 3.27 3.23 3.95

0.68kgS' 0.52kgS' 1.74kgS' 0.39gS" 0.36kgS' 0.32kgS' 0.42kgS' 0.42kg5' 0.38kgS'

6.48g1 7.00gr 114097 43500 7.46g1 10.00gr 44091 5.67gr 6.54g1
307L(0.111) 10.50L (0.37ft%) 12L (042ft") 2.68L (0.09ft) 8.47L (0.30t)) 13.00L (0.46ft%) 3.00L (0.11tY) 10.50L (0.37ft?) 16.00L (0.57ft%)
64cm?(9.92in) 90cm? (13.95in%) 119cm? (18.45in?) 64cm? (9.92in?) 90cm? (13.95in%) 119¢m? (18.45in) 64cm? (9.92in%) 90em?(13.95in) 119cm? (18.45in?)

One-piece formed One-piece formed One-piece injected - - - - - -

DPC DPC DPC Composite cellular fiber Composite cellular fiber Composite cellular fiber Composite cellular fiber Composite cellular fiber Composite cellular fiber
104.00mm (4.00") 135.00mm (5.25") 165.00mm (6.50") 104.00mm (4.00") 135.00mm (5.25") 165.00mm (6.50") 104.00mm (4.00") 135.00mm (5.25") 165.00mm (6.50")
50.00mm (2.00") 60.00mm (2.36") 61.00mm (2.40") 50.00mm (2.00") 60.00mm (2.36") 60.00mm (2.36") 50.00mm (2.00") 60.00mm (2.36") 61.00mm (2.40")
95.00mm (3.74") 120.00mm (4.72") 141.00mm (5.55") 95.00mm (3.74") 120.00mm (4.72") 141.00mm (5.55") 95.00mm (3.74") 120.00mm (4.72") 141.00mm (5.55")

0.53kg (1.171b) 0.60kg (1.321b) 0.60kg (1.321b) 0.54kg (1.191b) 0.55kg (1.211b) 0.60kg (1.321b) 0.50kg (1.10lb) 0.60kg (1.321b) 0.75kg (1.651b)

OSSOVER NETWORK

Accuset MX-33.4E Accuset VIX-22.2E Accuset MX-22.4

MX-20-4,5,6

Tempo Crossover

Nominal Impedance 4,00 ohm 4.00 ohm 4,00 ohm 4.00 ohm 4.00 ohm 4.00 ohm
Power Handling 250W 250W 280W 200W 150W 150W
. Woofer: 700Hz/12dB
Crossover Point 1900Hz Midrange: low 700Hz 6dB, High 3800 Hz 6/12dB (Variable) 1800Hz 1800Hz 3200Hz 6dBJoctave 3800Hz 6dB/octave

Tweeter: 3800Hz 6/12db (variable)
Midrange upper frequency slope cut: 6/12dB

Crossover Controls

Wiring Options
Housing Material
Terminal Type
Net Weight

Tweeter level -2dB, 0dB, +2dB

Standard, bi-amp, bi-wire
Die-cast aluminum (silver)
Large screws gold plated
0.85kg (1.871b)

Midrange level: -2dB, 0dB, +2dB

Tweeter frequency slope cut: 6/12dBJoctave

Tweeter level: -2dB,0dB,+2dB
Standard, bi-amp, bi-wire

Die-cast aluminum (black)

Fully insulated gold plated screw taps
1.20kg (2.651b)

Frequency slope cut: 6/12 dB
Tweeter level: +4dB (2dB steps)
Standard, bi-amp, bi-wire
Die-cast aluminum (black)
Large screws gold plated
1.10kg (2.401b)

Frequency slope cut: 6/12 dB
Tweeter level: +3dB

Tweeter protection

Standard

Die-cast aluminum (black)
Large screws gold plated
0544 kg (1.21b)

Tweeter level -3dB, 0dB, +3dB

Standard

Black ABS

Large screws gold plated
0.21kg (0.461b)

Tweeter level: 0dB, +3dB

Standard

Black ABS

Large screws gold plated
0.21kg (0.461b)
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