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SOUNDSUB 9 Magnetically Shielded Subwoofer

Powered active subwoofer, 9” slim round design. The
SounSub9 is an exftremely shallow, compact, reflex-
loaded subwoofer. It is designed to deliver a full bass
impact along with the explosive dynamics of a rich
home theater experience

This subwoofer is complemented with itfs own floor
stand, rigid on-wall/ceiling connection bracket, and
an option fo lie on the floor or under the sofa on a
"side/ceiling” firing position. Although suitable for
any home theater system, an emphasis has been
placed on ideal acoustic integration with the Morel
SoundSpot speakers. The SoundSub9 is driven by

a high-quality 100W amplifier

The amplifier offers all the features desirable in a
home theater system, including an automatic on/off
swifch, volume control, phase confrol, and crossover
point confrol, which allows seamless system
infegration.

Both high- and low-level inpufs/outfputs are provided,

enabling any of the common configuration options

Safety Instructions

Read The Instructions
Please read all safefy and 0E$rafing instructions carefully before using
or connecting your SoundSub  subwoofer.

Voltage Selector Swifch

Before operating, adjust the position of the voltage selector switch to
115V or 230V, according to the power supply in your country.

Output Level

Before operating, sef the output level fo minimum.

Power Swifch
Before plugging in the AC power cord, set the power switch to off

Water and Moisture
To reduce the risk of fire or electric shock, do not expose this
appliance o rain or moisture

Service

Please do not attempt fo service the appliance beyond the

steps described within the operafing instructions.

All other servicing should be referred to a qualified service fechnician.







