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Vario Subwoofer is designed fo perfectly
copmlement the on-wall speakers, both in style
and design. The Subwoofer’s flat, elegant shape
allows it to be placed next fo the wall, either in
a horizontfal or vertical position. Vario Subwoofer
employs a 10" woofer with 2" voice coil, ensuring
powerful earth shaking bass. The packaging
connsists of 4 self adhesive bumpers which
enable the two standing optfions (see:"floor
standing options”).

The Vario sub is driven by a high quality 200W
amplifier. The amplifier offers all the features
desirable in home ftheater system, including an
automatic on/off switch, volume confrol, phase
confrol, and crossover point confrol, which allows
seamless sysftem infegration. Both high- and
low- level inpufs/oufputs are provided, enabling
any of the common home cinema and stereo
configuration options.

Safety Instructions

Read The Instructions
Please read all safety and operating instructions carefully before using
or connecting your Vario subwoofer.

Voltage Selector Swifch

Before operating, adjust the position of the voltage selector switch to
115V or 230V, according fo the power supply in your counfry.

Output Level

Before operafing, sef the outpuf level fo minimum.

Power Swifch
Before plugging in the AC power cord, sef the power swifch fo off.

Water and Moisture
To reduce fhe risk of fire or electric shock, do not expose this
appliance fo rain or moisture.

Service

Please do nof aftemptf fo service the appliance beyond the
steps described within the operafing instructions.

All other servicing should be referred fo a qualified service fechnician.







